CLAIMS 

What is claimed is: 

1. A speaker mounting assembly comprising: 

5 a frame member having a front surface, a rear surface and 

a first plurality of openings extending through said frame 
member from said front surface to said rear surface; 

a baffle member securable to said frame member, said 
baffle member having a second plurality of openings, said second 
10 plurality of openings of said baffle member being oriented to 
coaxially align with said first plurality of openings of said 
frame member when said baffle member is secured to said frame 
member; 

a plurality of vibration dampening members formed of an 
15 acoustic dampening material, said plurality of vibration 
dampening members secured within one of said first and second 
plurality of openings, said vibration dampening members having 
an opening extending therethrough; and 

a plurality of fasteners for securing said baffle member 
20 to said frame member, said plurality of fasteners extending 
through said openings in respective ones of said vibration 
dampening members and abutting one of said frame member and said 
baffle member and said vibration dampening members, said 
fasteners in non-contacting relation with the other one of said 
25 frame member and said baffle member. 

2. The speaker mounting assembly of claim 1 wherein each one 
of said plurality of vibration dampening members is generally 
grommet shaped. 
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3. The speaker mounting assembly of claim 1 further including 
an integrally formed vibration dampening gasket, wherein said 
vibration dampening members are integrally formed portions of 
said vibration dampening gasket. 

5 

4. The speaker mounting assembly of claim 3 wherein said 
vibration dampening gasket comprises a thermo plastic rubber. 

5. The speaker mounting assembly of claim 4 wherein said 
10 vibration dampening gasket is between 20 and 30 durometer. 

6. The speaker mounting assembly of claim 1 wherein said 
baffle has a front surface intended to face into the intended 
listening area of a room and a rear surface opposing said front 

15 surface, and said plurality of openings in said baffle comprise 
stepped openings, said stepped openings having a first portion 
of a first diameter adjacent said front surface of said baffle 
and a second portion of a second diameter adjacent the rear 
surface of said baffle wherein said first diameter is greater 

20 than said second diameter, said openings including a shoulder 
where said first portion meets said second portion. 

7. The speaker mounting assembly of claim 6 wherein said 
vibration dampening members have a front lip, a rear portion and 

25 a central portion joining said front lip and said rear portion, 
and wherein said vibration dampening members are disposed in 
said plurality of openings of said baffle with the front lip of 
said vibration dampening member abutting said shoulder and the 
rear portion abutting said rear surface of said baffle. 
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8. The speaker mounting assembly of claim 6 further 
including : 

at least one ramp and at least one detent adjacent, 
thereto extending from said rear surface of said frame and 
5 adjacent each of said first plurality of openings; 
said fasteners each including: 
a knob portion; 

a shaft portion extending from said knob portion and 
having an opening therethrough; and 
10 a roll pin extending through said opening in said 

shaft portion; 

said shaft portion of each of said fasteners disposed in 
and extending through respective openings of said vibration 
dampening members, said fastener being rotatable within said 
15 openings of said vibration dampening members such that the 
respective roll pin slides on the corresponding ramp in response 
to rotation of the respective fastener and engages the 
respective detent to secure said baffle to said frame. 

20 9. The speaker mounting assembly of claim 1 wherein each 
vibration dampening member has an interior surface defining the 
opening through the respective member and each member further 
includes a plurality of ridges extending from the interior 
surface and generally along the length of the opening to center 

25 a fastener extending through the respective vibration dampening 
member opening. 

10. The speaker mounting assembly of claim 1 further including 
at least one loudspeaker mounted to baffle. 
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